
HEPA H13 FILTER - P3D-L : USER INSTRUCTION

FILTER FOR 3D PRINTER 

We recommand you to follow 
these dimensions if you want to 

design a slot for this filter. 

Handle filter with caution.
If the HEPA surface (the white 
pleated surface) is damaged, 
the filter lost efficiency. 

Protect your hands when you 
take off used filter and put it in 
a plastic bag. 

A saturated filter is not 
recycable.

Filter size inclunding the sealing 
foam.

HEPA (High efficiency particulate air) filter category H13 99,95% for the most 
penetrating particle size (MPPS) 0.3µm. 
That filter category is recommanded by the French National Center of Scientific 
research for FDM 3D printers.   
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HEPA H13 FILTER - P3D-L : DATASHEET

FILTER FOR 3D PRINTER 
HEPA (High efficiency particulate air) filter category H13 99,95% for the most 
penetrating particle size (MPPS) 0.3µm combined with activated carbon granules 
1-3mm mesh size.

SPECIFICATIONS
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114 x 114 x 73 mmFrame dimensions

Glass fiber, Coton, PP & PETMedia Material

EPDM FoamSealing

50 PaPressure Drop

HEPA H13Filter grade

35 m3/hMaximum Air Flow

1,2 m/sAir flow max. speed
(filter outlet)

0-60 °COperating temperature

Granules 1-3 mm meshActivated Carbon Type

Pleated Combined Panel & 
honeycombs

Filter Type

124 x 124 x 76 mmActual dimensions


